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Our products are hermetically sealed to prevent sparks or arcs from contacting flammable 
liquids, gases or dusts. All of our Hazardous Location sensors, like our Spot On line of leverless limit 
switches, are UL 1203 certified to operate in explosive and flammable areas.

Our Hazardous Location sensors are designed for rugged applications - with the capability to perform 
e�ectively in the harshest of environments. The stainless steel housings allows our sensors to 
withstand corrosive environments and be shock- and vibration-resistant. Several of our Hazardous 
Location products feature tungsten contacts and are capable of handling up to 100 watts.

Like all HSI Sensing products, our Rapid Solutions process can modify any of our Hazardous Location 
sensors to meet the specific needs of your application. The length, width, threads, wire length, cable
and magnetic sensitivity of most sensors can all be tailored to your specifications. 

All of HSI Sensing’s Hazardous Location sensors are safe, rugged 
and versatile. Each sensor is engineered to adapt to the most 
unique environmental demands. These customizable sensors 
can be tailored to any specification your operation needs. 

NO JOB IS
TOO TOUGH

SAE,  METRIC
THREADING

LEAD WIRES,  JACKETED CABLE,  CONNECTORS
CONNECTION
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SPOT ON™

HAZLOC SENSORS

HAZARDOUS LOCATION

SPDT PROXIMITY SENSOR
PRX+13330/40/50/60

Contact Form: C
Switch Configuration: SPDT
Power: 100 W
Switching Voltage: 500 VDC 
Carry Current: 3.2 Amps
Must Operate: .4 Inches
Operating Temperature:
-50° C to 105 ° C

LATCHING
PRX+13500/40/50/60

Contact Form: Latcher
Switch Configuration: SPDT
Power: 25 W
Switching Voltage: 150 VDC  
Carry Current: 5.4 Amps
Must Operate: .4 Inches
Operating Temperature:
-50° C to 105 ° C

SPOT ON™ STEEL SENSOR
PRX+14330/40/50/60

Contact Form: C
Switch Configuration: SPDT
Power: 100 W
Switching Voltage: 500 VDC 
Carry Current: 3.2 Amps
Must Operate: .15 Inches
Operating Temperature:
-50° C to 105 ° C

Our Spot On™ Leverless Limit Switches are UL 1203 certi�ed ferrous sensing proximity sensors that 
can sense farther and faster than comparable sensors. 

13360 / 13560 / 1436013540 / 13340 / 14340 13550 / 13350 / 1435013330 / 13530 / 14330
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